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Marriages does not always succeed … … this one will!

Combining the CPS PowerPACK In-Line Arrangement with the K11MPC hull designed by Birger
Kullmann Design reveals the optimum fit for high performance operation at sea.

• Multi Purpose
K11MPC is a medium displacement boat suitable for both leisure
and commercial use. Custom designed decks, superstructure and
interior arrangements can be fitted, and the design adapted for
workboat use as Tender, Daughter craft, Patrol Boat a.o.

Unique double curvature deep V-bottom hull and low centre of
gravity providing a soft ride, high cruising speed and exceptional
maneuverability for a broad speed range.

• Deck Arrangement
A range of deck arrangements is possible with either a partial or
full walkaround and sidedeck level to suit the desired use. A
heavy-duty foam fender is installed around the boat.

• Interior Arrangement
Spacious cabin with seating facilities for 2-4 crew and 2-4 passengers. Small cabin, enclosed toilet and
pantry forward. Arrangement for a maximum capacity of 15-20 pax optional for rescue work.

• Construction
The hull, deck, superstructure and interior modules are made of multiaxial fiberglass (Aramid or carbon
fibre are optional) reinforced with vinylester or epoxy. Deck, superstructure and interior to be sandwich
construction with SAN or PVC high density closed cell foam core. A cored hull is an option for light craft.
All steelwork to be stainless steel, all aluminum work to be of sea water resistant type.

• Safety
Anti skid surfaces or teak on all walking areas.
Self-bailing deck and cockpit. Pulpits and grabrails
on both sides of the boat. Buoyancy material of
PUR foam between hull and deck to make the boat
unsinkable as option.

LOA : 11,00 m
BOA : 3,60 m
Draught : 0,65 m
Weight, empty : 4700 kg
Weight, loaded : 5600 kg
Fuel capacity, max : 1250 Ltr.
Cruising range : 150+ N.miles
Speed, max light : +50 knots
Speed, cruise : 40 knots

• Main Particulars – K11MPC

Engine : Yanmar LY3
Power : 2 x 460 Hp
(Commercial)
Propulsion : Twindisk ASD, SeaRex,

Jolly Drive and similar
Propeller : 29 x 39 (typically)

• CPS PowerPACK In-Line

BKD K11MPC Semi Custom – Multi Purpose Craft

• CPS PowerGEAR
The CPS PowerGEAR is a new revolutionary hydrodynamic power transmission including a 1:1 reversing gear
and a synchronous belt transmission unit. The belt transmission provides the desired down-gearing of the
engine shaft speed to the appropriate propeller shaft rpm for optimum flexibility and power output. The gear
ratio is controlled by choosing between various diameters of the driver and driven sprockets. In addition, the
belt may be supplied in different lengths do adapt the desired centre-to-centre distance.

CPS PowerPACK/PowerGEAR In-Line Arrangement

The CPS PowerGEAR offers:
• All CPS PowerPACK features combined with
• Full flexibility on engine positioning and
• Power build-up by linking engines together

• CPS PowerPACK
The CPS PowerPACK is a complete
engine and propulsion unit comprising
individually well proven products and technology
but stacked together into a new powerful unit. It
is the first propulsion unit including a standard
surface piercing drive with the ability and
freedom to chose and operate a larger propeller
disc, and at a lower rpm than ever has been
possible.

CPS PowerPACK offers:
• Operating large propeller DIA and large blade areas,
• Excellent load variations,
• No noise and vibrations,
• Excellent reverse capabilities,
• High speed,
• Full manoeuvrability at slow speed, forward and

astern,
• Shallow waters operation and
• Bollard pull!

• FLEXIBLE

• RELIABLE

• POWERFULL

• UNIQUE

Contra-rotating propellers
are achieved just by turning
the engine module the
opposite way (flywheel
facing forward).

Power : Max. 500 Hp
Gear Ratio : 1.5:1 – 2.0:1
C - C : ~300 – 570 mm
Weight : ~130 kg (complete)
Interface : SAE 3

• CPS PowerGEAR

No other propulsion
system makes the most
of the surface piercing
propeller potentials as
the CPS PowerPACK!

CPS PowerPACK includes:
• A standard hydrodynamic power

transmitter fitted to the engine
flywheel.

• A standard flexible shaft with CV
joints.

• A standard reduction gear.
• A standard surface drive with a

fixed propeller.


